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General Description
These 2-way aluminum body valves meet the safety 
standards for commercial industrial and institutional
kitchens set by the National Fire protection Association.

Paragraph 1023 in booklet NFPA #96 - “Ventilation of
Cooking Equipment” states, “The operation of an
extinguishing system shall automatically shut off all
sources of fuel and heat to gas pilots. A manual 
operation shall be required to reestablish the fuel
supply or heat supply.”

Types of Operation
Series HV216-585 closes to shut off gas flow when the cable holding it in
the open position is released.Catalog No. HV216-585 replaces HV160-265.
Series JV216-587 closes to shut off gas flow when the cable is pulled.
Catalog No. JV216-587 replaces JV182-648

Cable Controlled
Gas Shutoff Valves

For Commercial Kitchens
1/2" to 3" NPT

Approvals
UL Component listed, File No. MH-8849, Guide No.
YRPV2; UL of Canada, File MH27283, Guide No. 167E49.

^

Valve Parts in Contact with Fluids

Body Aluminum

Seals and Disc  NBR

Core Tube 305 Stainless Steel

Core and Plugnut 430F Stainless Steel

Springs 302 Stainless Steel

Construction

Fluid
Fuel Gas
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Specifications (English units)

Pipe
Size
(ins.)

Orifice
Size
(ins.)

Cv
Flow

Factor

Fluid & Ambient
Temp.°F

Operating Pressure
Differential (psi)

Catalog Numbers
Cable Operation Agency

Min Max. Min Max. Release to Close Pull to Close UL
COMBUSTION (Fuel Gas) - Normally Closed

1/2 3/4 5.2 32 132 0 5 HV216-585-8 JV216-587-1 �

3/4 3/4 6.5 32 132 0 5 HV216-585-1 JV216-587-2 �

1 1 5/8 23 32 132 0 5 HV216-585-2 JV216-587-3 �

1 1/4 1 5/8 34 32 132 0 5 HV216-585-3 JV216-587-4 �

1 1/2 1 5/8 38 32 132 0 5 HV216-585-4 JV216-587-5 �

2 2 3/32 54 32 132 0 5 HV216-585-5 JV216-587-6 �

2 1/2 3 110 32 132 0 5 HV216-585-6 JV216-587-7 �

3 3 138 32 132 0 5 HV216-585-7 JV216-587-8 �

� = Safety Shutoff Valve. Safe working pressure 50 psi.

Specifications (Metric units)

Pipe
Size
(ins.)

Orifice
Size
(mm)

Kv
Flow

(m3/hr)

Fluid & Ambient
Temp.°C

Operating Pressure
Differential (bar)

Catalog Numbers
Cable Operation Agency

Min Max. Min Max. Release to Close Pull to Close UL
COMBUSTION (Fuel Gas) - Normally Closed

1/2 19 4.5 0 56 0 0.3 HV216-585-8 JV216-587-1 �

3/4 19 5.6 0 56 0 0.3 HV216-585-1 JV216-587-2 �

1 41 21 0 56 0 0.3 HV216-585-2 JV216-587-3 �

1 1/4 41 29 0 56 0 0.3 HV216-585-3 JV216-587-4 �

1 1/2 41 33 0 56 0 0.3 HV216-585-4 JV216-587-5 �

2 53 46 0 56 0 0.3 HV216-585-5 JV216-587-6 �

2 1/2 76 96 0 56 0 0.3 HV216-585-6 JV216-587-7 �

3 76 119 0 56 0 0.3 HV216-585-7 JV216-587-8 �

� = Safety Shutoff Valve. Safe working pressure 3.4 bar.
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Dimensions inches (mm)

Note: Max. is the full open position. Do not exceed as 
distortion of internal parts may result.
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F MAX.
SEE NOTE

Catalog No. B F G H L P W

HV216-585-8
ins. 1.37 0.19 1.14 4.37 2.75 3.81 2.45

mm 35 5 29 111 70 97 62

HV216-585-1
ins. 1.66 0.19 1.14 4.81 3.31 4 2.45

mm 42 5 29 122 84 102 62

HV216-585-2
ins. 2.37 0.53 2.69 7.16 5 5.84 5.38

mm 60 13 68 182 127 148 137

HV216-585-3
ins. 2.37 0.53 2.69 7.16 5 5.84 5.38

mm 60 13 68 182 127 148 137

HV216-585-4
ins. 2.37 0.53 2.69 7.16 5 5.8 5.38

mm 60 13 68 182 127 147 137

HV216-585-5
ins. 2.81 0.61 3.16 7.75 6.1 6.25 6.31

mm 71 15 80 197 155 159 160

HV216-585-6
ins. 3.9 0.9 4.12 9.95 7.8 7.62 7.95

mm 99 23 105 253 198 194 202

HV216-585-7
ins. 3.89 0.9 4.12 9.95 7.78 7.62 7.95

mm 99 23 105 253 198 194 202

Catalog No. B G H L P W

JV216-587-1
ins. 1.37 1.14 6.56 2.75 6 2.36

mm 35 29 167 70 152 60

JV216-587-2
ins. 1.66 1.16 7 3.31 6.19 2.34

mm 42 29 178 84 157 59

JV216-587-3
ins. 2.38 2.69 8.81 5 7.5 5.38

mm 60 68 224 127 191 137

JV216-587-4
ins. 2.38 2.69 8.81 5 7.5 5.38

mm 60 68 224 127 191 137

JV216-587-5
ins. 2.38 2.69 8.81 5 7.56 5.38

mm 60 68 224 127 192 137

JV216-587-6
ins. 2.81 3.16 9.53 6.1 8.03 6.31

mm 72 80 242 155 204 160

JV216-587-7
ins. 3.9 4.13 11.4 7.8 9.06 7.9

mm 99 105 290 198 230 201

JV216-587-8
ins. 3.9 4.13 11.4 7.8 9.06 7.9

mm 99 105 290 198 230 201

 

青岛秉诚自动化设备有限公司                                                         服务热线：4006-918-365                     传真：(86-532)585-10-365 
地址：中国·青岛市重庆南路99号海尔云街甲3号楼7F              网址：http://www.ivalve.cc                   Email：sales@bechinas.com 



COM
BUSTION

420

 

青岛秉诚自动化设备有限公司                                                         服务热线：4006-918-365                     传真：(86-532)585-10-365 
地址：中国·青岛市重庆南路99号海尔云街甲3号楼7F              网址：http://www.ivalve.cc                   Email：sales@bechinas.com 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




